


















COOLIGHT Leading series - CSP LED strip, innovates technology 
Lead the new wave of the industry

LEADING series
CSP LED STRIP

Cuttable DimmableVoltage

24V
QualificationQualification

ErP
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LEADING IP20
CSP LED STRIP

10W CRI90 320LED/m IP20 F

14.4W CRI90 480LED/m IP20 G/F

8W CRI90 CCT Tunable 512LED/m IP20 F

10W CRI90 320LED/m IP20  F

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

320 LED 
CHIP

24V
DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

10W

G
F
E
D
C
B
A

F

+24V +24V

8m
m

Trimmable: 50mm 1.85mm

Part No.CLT

CLT-KNNF24320T00-8A19

CLT-INNF24320T00-8A19

CLT-DNNF24320T00-8A19

CLT-WNNF24320T00-8A19

Power
(W/M)

10

10

10

10

Energy efficiency
 class

F

F

F

F

Colour consistency 
in McAdam ellipses

485

505

518

515

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP

Dimmable

TYP
150°

Power
(W/0.5M)

5

5

5

5

CCT
(K)

2700

3000

4000

6500

LM/0.5M

97

100

103

103

LM/W

Standard 
Length
5m

CSP LED Strip
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Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

480 LED 
CHIP

24V
DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

14.4W

14.4W CRI90 480LED/m IP20  G/F 8W CRI90 CCT Tunable 512LED/m IP20  F

Part No.CLT

CLT-KNNF24480T00-8A19

CLT-INNF24480T00-8A19

CLT-DNNF24480T00-8A19

CLT-WNNF24480T00-8A19

Power
(W/M)

14.4

14.4

14.4

14.4

Energy efficiency
 class

G

F

F

F

Colour consistency 
in McAdam ellipses

650

665

680

670

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP

G
F
E
D
C
B
A

F

512 LED 
CHIP

24V
DC

Trimmable
62.5mm

2700K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

8W

G
F
E
D
C
B
A

F

Part No.CLT

CLT-WINF24512T00-8A19

Power
(W/M)

8

8

Energy efficiency
 class

F

F

Colour consistency 
in McAdam ellipses

390

400

CRI/R9

>90/>40

>90/>40

Product Parameters 

≤3

≤3

CSP

1.85mmTrimmable: 62.5mm

+24V +24V

8m
m

Trimmable: 50mm 1.85mm

Dimmable Dimmable

TYP
150°

TYP
150°

G

Power
(W/0.5M)

7.2

7.2

7.2

7.2

CCT
(K)

2700

3000

4000

6500

LM/0.5M

90

92

94

93

LM/W

Standard 
Length
5m

Standard 
Length
5m

+24V +24V

8m
m

Power
(W/0.5M)

4

4

CCT
(K)

2700

6500

LM/0.5M

97

100

LM/W

CSP LED Strip CSP LED Strip
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LEADING IP54
CSP LED STRIP

10W CRI90 320LED/m IP54 F

14.4W CRI90 480LED/m IP54 G/F
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TYP
150°

480 LED 
CHIP

24V
DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

14.4W

54

10W CRI90 320LED/m IP54 F

G
F
E
D
C
B
A

F

Part No.CLT

CLT-KNDF24320T00-8A19

CLT-INDF24320T00-8A19

CLT-DNDF24320T00-8A19

CLT-WNDF24320T00-8A19

Power
(W/M)

10

10

10

10

Energy efficiency
 class

F

F

F

F

Colour consistency 
in McAdam ellipses

480

490

475

495

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP

14.4W CRI90 480LED/m IP54 G/F

Part No.CLT

CLT-KNDF24480T00-8A19

CLT-INDF24480T00-8A19

CLT-DNDF24480T00-8A19

CLT-WNDF24480T00-8A19

Power
(W/M)

14.4

14.4

14.4

14.4

Energy efficiency
 class

G

G

F

F

Colour consistency 
in McAdam ellipses

645

655

675

665

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP

G
F
E
D
C
B
A

F

8m
m

Trimmable: 50mm 3mm

8m
m

Trimmable: 50mm

TYP
150°

320 LED 
CHIP

24V
DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

10W

54
Dimmable Dimmable

Standard 
Length
5m

Standard 
Length
5m

Power
(W/0.5M)

5

5

5

5

CCT
(K)

2700

3000

4000

6500

LM/0.5M

96

98

95

99

LM/W
Power

(W/0.5M)

7.2

7.2

7.2

7.2

CCT
(K)

2700

3000

4000

6500

LM/0.5M

90

91

94

92

LM/W

G

3mm

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

CSP LED Strip CSP LED Strip

www.coolightled.com21 www.coolightled.com 22



LEADING IP68
CSP LED STRIP

10W CRI90 320LED/m IP68 F

14.4W CRI90 480LED/m IP68 G/F
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TYP
150°

480 LED 
CHIP

24V
DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

14.4W

68

10W CRI90 320LED/m IP68 F

G
F
E
D
C
B
A

F

Part No.CLT

CLT-KNSF24320T00-8A19

CLT-INSF24320T00-8A19

CLT-DNSF24320T00-8A19

CLT-WNSF24320T00-8A19

Power
(W/M)

10

10

10

10

Energy efficiency
 class

F

F

F

F

Colour consistency 
in McAdam ellipses

480

490

475

495

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP

14.4W CRI90  480LED/m IP68 G/F

Part No.CLT

CLT-KNSF24480T00-8A19

CLT-INSF24480T00-8A19

CLT-DNSF24480T00-8A19

CLT-WNSF24480T00-8A19

Power
(W/M)

14.4

14.4

14.4

14.4

Energy efficiency
 class

G

G

F

F

Colour consistency 
in McAdam ellipses

645

655

675

665

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP

G
F
E
D
C
B
A

F

Dimmable

TYP
150°

320 LED 
CHIP

24V
DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

8mm

Power

C
LED

SP  

10W

68

8m
m

Trimmable: 50mm 5mm

8m
m

Trimmable: 50mm 5mm

Dimmable

Su

Standard 
Length
5m

Standard 
Length
5m

Power
(W/0.5M)

5

5

5

5

CCT
(K)

2700

3000

4000

6500

LM/0.5M

96

98

95

99

LM/W

G

Power
(W/0.5M)

7.2

7.2

7.2

7.2

CCT
(K)

2700

3000

4000

6500

LM/0.5M

90

91

94

92

LM/W

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

CSP LED Strip CSP LED Strip
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leading sirius
csp Xribbon IP68 LED Strip

10W CRI90 320LED/M IP68 F
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Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

10W CRI90 320LED/M IP68 F

320 LED 
CHIP

TYP
103°

24V
DC

Trimmable
50 mm

PCB Width
10mm

Max length
5m

Power

CSP
LED 

 

10W

IP68

CSP LED Strip

G
F
E
D
C
B
A

F

Dimmable

10
m

m

4mmTrimmable:50mm

10
m

m

G
F
E
D
C
B
A

10W CRI90 320LED/M IP68 F

320 LED 
CHIP

TYP
115°

24V
DC

Trimmable
50mm

PCB Width
10mm

Max length
5m

Power

CSP
LED 

 

10W

IP68
Dimmable

CSP LED Strip

10
m

m

4mm
Trimmable:50mm

10
m

m

CSP LED Strip CSP LED Strip
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Part No.CLT

CLT-KNMF24320T00-8A19

CLT-INMF24320T00-8A19

CLT-DNMF24320T00-8A19

CLT-WN MF24320T00-8A19

Power
(W/M)

10

10

10

10

Energy efficiency
 class

F

F

F

F

Colour consistency 
in McAdam ellipses

485

505

518

515

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP
Waterproof

before

Power
(W/0.5M)

5

5

5

5

CCT
(K)

2700

3000

4000

6500

LM/0.5M

97

100

103

103

LM/W Part No.CLT

CLT-KNMF24320T00-8A19

CLT-INMF24320T00-8A19

CLT-DNMF24320T00-8A19

CLT-WNMF24320T00-8A19

Power
(W/M)

10

10

10

10

Energy efficiency
 class

F

F

F

F

Colour consistency 
in McAdam ellipses

485

505

518

515

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

Power
(W/0.5M)

5

5

5

5

CCT
(K)

2700

3000

4000

6500

LM/0.5M

97

100

103

103

LM/W

CSP
Waterproof

before

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90



leading SERIES
csp NEON IP67 LED Strip

10x10mm Top View Neon Light F

10x10mm Side View Neon Light F
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Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• Photobiological Safety

• Blue light hazard

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: EN 62471:2008 IEC 62471:2006

: IEC TR 62778:2014

: Yes

: Yes

G
F
E
D
C
B
A

10x10mm Side View Neon Ligh

320 LED 
CHIP

TYP
120°

24V
DC

Trimmable
50mm

PCB Width
8mm

Max length
5m

Power

NEON
LED 

 

10W

IP67
Dimmable

10x10mm Top View Neon Light

320 LED 
CHIP

TYP
120°

24V
DC

Trimmable
50 mm

PCB Width
8mm

Max length
5m

Power

NEON
LED 

 

10W

IP67

CSP LED Strip

Part No.CLT

CLT-KNQF24320T00-8A19

CLT-INQF24320T00-8A19

CLT-DNQF24320T00-8A19

CLT-WNQF24320T00-8A19

Power
(W/M)

10

10

10

10

Power
(W/0.5M)

5

5

5

5

Cutting size
(mm)

50

50

50

50

Energy efficiency
 class

E

Colour consistency 
in McAdam ellipsesLM/W

93

98

100

92

LM/0.5M

465

490

500

460

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP
Waterproof

before

G
F
E
D
C
B
A

F F

Dimmable

Trimmable:50mm

10
m

m

CSP LED Strip

F

F

F

F

Part No.CLT

CLT-KNQF24320T00-8A19

CLT-INQF24320T00-8A19

CLT-DNQF24320T00-8A19

CLT-WNQF24320T00-8A19

Power
(W/M)

10

10

10

10

Power
(W/0.5M)

5

5

5

5

Cutting size
(mm)

50

50

50

50

Energy efficiency
 class

E

Colour consistency 
in McAdam ellipsesLM/W

93

98

100

92

LM/0.5M

465

490

500

460

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

≤3

≤3

≤3

≤3

CSP
Waterproof

before

F

F

F

F

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

2700K
Ra90

3000K
Ra90

4000K
Ra90

6500K
Ra90

www.coolightled.com33 www.coolightled.com 34

10
m

m

10mm Trimmable:50mm

10
m

m

10
m

m

10mm

CSP LED StripCSP LED Strip



Application scenarios
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Cuttable DimmableVoltage

24V
QualificationQualification

ErP

www.coolightled.com113

Passion SERIES
RGB digital chasing led strip 
9.6W 120LED/m 24V IP20 F

14.4W 120LED/m 24V RGB    

www.coolightled.com 114

67



Trimmable:50mm

D

GND GND

O

RD 8m
m

8.33mm

201

R R RV C

181

181

2835 LED STRIP

www.coolightled.com115 www.coolightled.com 116

2835 RGB LED STRIP

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

Part No.CLT

CLT-DNNF24120T09F-8A38

Power
(W/M)

9.6

Power
(W/0.5M)

4.8

CCT

4000 100

Energy efficiency
 class

IP
LM/W LM/0.5M

490

CRI/R9

>80/>0 F

Product Parameters 

20
2835 

9.6W 120LED/m 24V IP20 F    ( White digital chasing)  ( RGB digital chasing )

1.1mm

Standard 
Length
5m

IP20

120 LED
CHIP

Max
1 0°2

24V
DC

Trimmable
50mm

PCB Width
8mm

Power

9.6W

2835
LED

Dimmable

G
F
E
D
C
B
A

F

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

Part No.CLT

CLT-W2NF24120T09F-8A30

Power
(W/M)

14.4

Power
(W/0.5M)

7.2

Colour

R

G

B

RGB

Energy efficiency
 class

IPWavelength
(nm)

620-630

515-525

460-470

/

LM/0.5M

63

118

40

263

CRI/R9

/

/

/

/

/

/

/

/

Product Parameters 

20

2835 RGB

14.4W 120LED/m 24V RGB 

Trimmable:50mm

D

GND GND

O

RD RR 8m
m

8.33mm

1.3mm

Standard 
Length
5m

IP20

120 LED
CHIP

Max
1 0°2

24V
DC

Trimmable
50mm

PCB Width
8mm

Power

14.4W

RGB

2835
RGB

Dimmable

62
1

4000K
Ra80

20
1

RR RB RG RV C

62
1 512

512
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APPLICATION SCENARIOS



















Xribbon 280LED/m 24V F

IP54 Silicon Glue F/G

IP54 Silicon Glue Extrusion F/G

IP66 Silicon Glue Extrusion Curve Shape F/G

IP66 Silicone Case F/G

IP66 Silicon Glue Extrusion Square Shape F/G

IP66 Dual Color Silicon Glue Extrusion F/G

IP67 Dual Color Silicon Glue solid square F/G

IP67 Silicone Extruded Solid Square F/G

Cuttable DimmableVoltage

24V
QualificationQualificationCertified sapety

ErP

LM

80

WATERPROOF LED STRIP

Waterproof

IP66

Waterproof

IP54

Waterproof

IP67

Waterproof

NEON

136www.coolightled.com135 www.coolightled.com



Dimmable

280 LED 

CHIP

24V

DC

Trimmable
25mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

6000K
Ra90

10mm

Power

Xribbon
LED

14.4W

Xribbon 280LED/m 24V

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

F

F

F

F

Part No.CLT

CLT-KNMF24280T00-0A29 

CLT-INMF24280T00-0A29 

CLT-DNMF24280T00-0A29 

CLT-WNMF24280T00-0A29

Power
(W/M)

14.4

14.4

14.4

14.4

Power
(W/0.5M)

7.2

7.2

7.2

7.2

CCT
(K)

2700 

3000 

4000 

6000

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

94

98

113

114

LM/0.5M

680

710

815

820

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

Xribbon

Waterproof

before

G

F

E

D

C

B

A

Trimmable:25mm

12
m
m

Standard 
Length
5m

Dimmable

140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

IP54 Silicon Glue

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

6000K
Ra90

G

G

F

F

F

Part No.CLT

CLT-KNWF24140T09-0A39 

CLT-INWF24140T09-0A39 

CLT-DNWF24140T09-0A39 

CLT-FNWF24140T09-0A39 

CLT-WNWF24140T09-0A39

Power
(W/M)

14.4

14.4

14.4

14.4

14.4

Power
(W/0.5M)

7.2

7.2

7.2

7.2

7.2

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

LM/0.5M

650

660

670

670

670

CRI/R9

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

Product Parameters 

Waterproof

before 

G

F

E

D

C

B

A

G

2mm

12
m
m

Trimmable:50mm

12
m
m

+24V

-

+24V

22
1

-

7.14mm

Standard 
Length
5m

CCT
(K)

2700 

3000 

4000 

5000

6000

3.5mm

12
m
m

F

IP 67 IP 54

Waterproof Led Strip

Waterproof Led Strip

F

≤5

≤5

≤5

≤5

≤5

≤5

≤5

≤5

≤5

Compliant Compliant
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Dimmable

G

F

E

D

C

B

A

G

140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

6000K
Ra90

IP54 Silicon Glue Extrusion

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

Part No.CLT

CLT-KNWF24140T09-0A39 

CLT-INWF24140T09-0A39 

CLT-DNWF24140T09-0A39 

CLT-FNWF24140T09-0A39 

CLT-WNWF24140T09-0A39

Power
(W/M)

14.4

14.4

14.4

14.4

14.4

Power
(W/0.5M)

7.2

7.2

7.2

7.2

7.2

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

CRI/R9

Product Parameters 

Waterproof

before 

G

G

F

F

F

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

3mm

12
m
m

Trimmable:50mm

12
m
m

+24V

-

+24V

22
1

-

7.14mm

Standard 
Length
5m

140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

IP66 Silicon Glue Extrusion Curve Shape

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

6000K
Ra90

Part No.CLT

CLT-KNHF24140T09-0A39 

CLT-INHF24140T09-0A39 

CLT-DNHF24140T09-0A39 

CLT-FNHF24140T09-0A39 

CLT-WNHF24140T09-0A39

Power
(W/M)

Power
(W/0.5M)

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

CRI/R9

Product Parameters 

Waterproof

before

G

G

F

F

F

14.4

14.4

14.4

14.4

14.4

7.2

7.2

7.2

7.2

7.2

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

Dimmable

G

F

E

D

C

B

A

G

4.5mm

12
m
m

Trimmable:50mm

12
m
m

7.14mm

Standard 
Length
5m

CCT
(K)

2700 

3000 

4000 

5000

6000

CCT
(K)

2700 

3000 

4000 

5000

6000

LM/0.5M

650

660

670

670

670

LM/0.5M

650

660

670

670

670

IP 66IP 54

Waterproof Led Strip

Waterproof Led Strip

F F

Compliant Compliant
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140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

6000K
Ra90

IP66 Silicone Case

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

Part No.CLT

CLT-KNHF24140T09-0A39 

CLT-INHF24140T09-0A39 

CLT-DNHF24140T09-0A39 

CLT-FNHF24140T09-0A39 

CLT-WNHF24140T09-0A39

Power
(W/M)

Power
(W/0.5M)

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

CRI/R9

Product Parameters 

Waterproof

before 

Dimmable

14.4

14.4

14.4

14.4

14.4

7.2

7.2

7.2

7.2

7.2

G

G

F

F

F

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

G

F

E

D

C

B

A

G

4.2mm

12
m
m

Trimmable:50mm

12
m
m

7.14mm

Standard 
Length
5m

140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

IP66 Silicon Glue Extrusion Square Shape

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

6000K
Ra90

Part No.CLT

CLT-KNJF24140T09-0A39 

CLT-INJF24140T09-0A39 

CLT-DNJF24140T09-0A39 

CLT-FNJF24140T09-0A39 

CLT-WNJF24140T09-0A39

Power
(W/M)

Power
(W/0.5M)

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

CRI/R9

Product Parameters 

Waterproof

before

Dimmable

G

G

F

F

F

14.4

14.4

14.4

14.4

14.4

7.2

7.2

7.2

7.2

7.2

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

G

F

E

D

C

B

A

G

5mm

12
m
m

Trimmable:50mm

12
m
m

7.14mm

Standard 
Length
5m

CCT
(K)

2700 

3000 

4000 

5000

6000

CCT
(K)

2700 

3000 

4000 

5000

6000

LM/0.5M

650

660

670

670

670

LM/0.5M

650

660

670

670

670

IP 66IP 66

Waterproof Led Strip

Waterproof Led Strip

F F

Compliant Compliant

142www.coolightled.com141 www.coolightled.com



140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

IP66 Dual Color Silicon Glue Extrusion

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

6000K
Ra90

Part No.CLT

CLT-KNQF24140T09-0A39 

CLT-INQF24140T09-0A39 

CLT-DNQF24140T09-0A39 

CLT-FNQF24140T09-0A39 

CLT-WNQF24140T09-0A39

Power
(W/M)

Power
(W/0.5M)

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

LM/0.5M CRI/R9

Product Parameters 

Waterproof

before

 

Dimmable

G

G

F

F

F

14.4

14.4

14.4

14.4

14.4

7.2

7.2

7.2

7.2

7.2

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

G

F

E

D

C

B

A

G

4.5mm

12
m
m

Trimmable:50mm

12
m
m

7.14mm

Standard 
Length
5m

Standard 
Length
5m

140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

6000K
Ra90

Waterproof Led Strip

IP67 Dual Color Silicon Glue solid square

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

Part No.CLT

CLT-KNSF24140T09-0A39 

CLT-INSF24140T09-0A39 

CLT-DNSF24140T09-0A39 

CLT-FNSF24140T09-0A39 

CLT-WNSF24140T09-0A39

Power
(W/M)

Power
(W/0.5M)

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

CRI/R9

Product Parameters 

Waterproof

before

Dimmable

14.4

14.4

14.4

14.4

14.4

7.2

7.2

7.2

7.2

7.2

G

G

F

F

F

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

G

F

E

D

C

B

A

G

4.5mm

12
m
m

Trimmable:50mm

12
m
m

7.14mm

CCT
(K)

2700 

3000 

4000 

5000

6000

CCT
(K)

2700 

3000 

4000 

5000

6000

650

660

670

670

670

LM/0.5M

650

660

670

670

670

IP 66 IP 67

Waterproof Led Strip

F F

Compliant Compliant
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IP 67

140 LED 

CHIP

24V

DC

Trimmable
50mm

2700K
Ra90

3000K
Ra90

4000K
Ra90

5000K
Ra90

10mm

Power

Waterproof
LED

14.4W

6000K
Ra90

Waterproof Led Strip

IP67 Silicone Extruded Solid Square

Standards / Normative Requirements
• Protection class

• Safety Requirements

• EMC / radio disturbance characteristics

• ROHS

• CE

: EN 60529

: EN 62031 IEC 60598-1

: EN 55015

: Yes

: Yes

Part No.CLT

CLT-KNWF24140T09-0A39 

CLT-INWF24140T09-0A39 

CLT-DNWF24140T09-0A39 

CLT-FNWF24140T09-0A39 

CLT-WNWF24140T09-0A39

Power
(W/M)

Power
(W/0.5M)

Energy efficiency
 class

Colour consistency 
in McAdam ellipsesLM/W

90

91

93

93

93

LM/0.5M

650

660

670

670

670

CRI/R9

Product Parameters 

Waterproof

before

Dimmable

14.4

14.4

14.4

14.4

14.4

7.2

7.2

7.2

7.2

7.2

G

G

F

F

F

>90/>40

>90/>40

>90/>40

>90/>40

>90/>40

≤5

≤5

≤5

≤5

≤5

G

F

E

D

C

B

A

G

3.5mm

12
m
m

Trimmable:50mm

12
m
m

7.14mm

Standard 
Length
5m

CCT
(K)

2700 

3000 

4000 

5000

6000

F

Compliant
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APPLICATION SCENARIOS




